
NES COMPACT DRIVE
COMPACT DESIGN - LOW WEIGHT - LIQUID COOLED

CONTACT     ::     nes@norwegianelectric.com     ::     www.norwegianelectric.com     ::     Phone: +47 55 61 30 00

E x cellence         in   electric      



   
w

w
w

.norw
egianelectric.com

Type
Speed
range
(RPM)

Nominal 
torque 
(Nm)

Power 
range 
(kW)

Diameter 
(mm)

Length 
(mm)

1 NEPM-XSe 600-32 660 30-270 512 562

2 NEPM-XL 300-1000 5 200 150-500 625 780

1-3 NEPM-XLe 300-1000 6 200 200-600 625 880

2-4 NEPM-XXLe 200-500 21 000 400-1000 940 1 020
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▪▪ HARDWARE FEATURES
▪▪ - Extremely compact design - 250kW unit only 15 kg

▪▪ - High enclosure class IP67 - sealed from moisture and dust

▪▪ - Using regular water or water glycol mixture for cooling

▪▪ - Ambient temperature up to +105o C and down to -40o C

▪▪ - Robust design withstanding high levels of mechanical          

▪▪    vibrations and shocks
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DC connection Ambient conditions

DC link voltage range 0-850 VDC Storage temperature - 40o C... +105o C

DC link nominal voltage 750 VDC Operating temperature - 40o C... +105o C (with nominal coolant temp.)

AC connection Enclosure class IP 67

AC output voltage 0-560 VEFF Mechanical vibration 10 G

Maximum power pr module 250 kW Mechanical shock 50 G

Mechanical size Cooling

Dimensions (WxHxL, mm) 244x109x475 Cooling type Liquid cooling

Weight 15 kg Coolant type Water or water glycol mixture (max 50%)

Coolant temperature - 40o C... +65o C (with derating 1%/1o C max +75o C)
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Compact Drives required

Water cooling connections

NORWEGIAN ELECTRIC PERMANENT MAGNET MOTOR GRAPHIC & SIZE COMPARISON EXAMPLE UP TO 1000 kW

Optional output on request


